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with timing bounds of the messages over the communication network to provide 
the .... Along with the timing constraints there are other constraints that must be 

taken calculating the worst-case communication delay of the message, ... 
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the power delivery network in VLSI circuit design a major design challenge. Power and 
ground nets need to .... related approach to calculate worst-case voltage drop in 

RC delay along the specified path with power bus voltage drop ... 
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... real-time industrial network is seriously considered along with the appearance of 

inexpensive switches [7] of 10 ms [12], we can see that the network delay does 

not .... To calculate the worst case communication delay that may ... 
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ing delay induced by the network nodes is the most difficult to assess. ... Delay and 
packet loss may be introduced at any node along .... to the gueueing delay is 
assessed as a worst-case estimate i.e. as the service time of ... 
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antees on throughput and delay, as well as find bounds on buffer sizes and thereby ... 
in networks that not only forward data, but also mutate it along the path The 
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5.4 Calculating the Worst-Case Delay for the Sample Network For each segment 

type along the worst-case path in your system, one of two segment ... 
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Bits transmitted along a fiber optic link travel at about % of the speed of ... very long 
distance Ethernet links are deployed, this delay can become significant. ... Calculating 
with absolute certainty the worst case latency for any ... 
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worst-case link delay, we must perform a check called the point ... 
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... along a network path is known as the PDV and it should not exceed 575. It is 

recommended that for the worst-case path delay, the sum of all ... 
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In order to calculate the worst-case link delay, we must perform a check called ... 
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